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Rust Remover Plus™
Rust Remover Plus™ is a perfect choice 
for removing tough oil and rust stains 
from concrete and exposed aggregate 
surfaces. Just spray it onto dry concrete 
with a pump up garden or chemical 
sprayer and watch the rust and oil stains 
disappear. After a a 5 to 10 minute dwell 
time, you can pressure wash the area with 
a 40 degree tip. Rust Remover Plus™ will 
brighten the concrete as it dries. 

SPRAY TIPS
Newsletter

TMTM

Our Spray Tips Newsletter is packed 
with tips to help you build your busi-
ness. Topics include tips for business 
management, marketing, equipment 
selection, and best practices for 
increased efficiency. 
Sign up at: www.PowerWash.com

R-202 Concrete Cleaner
Cleans heavy grease, oil and scuff marks 
from unpainted concrete, brick, stone, 
and other alkaline water safe hard sur-
faces. USDA authorized for use in meat, 
egg, dairy food packing and processing 
plants. One 50 pound box makes 200 gal. 
of solution

Elite Graffiti Remover (1 Gal)
Penetrates and loosens spray paint graf-
fiti and allows for easy removal of the 
graffiti from masonry, brick, concrete, 
stone, mild steel, stainless steel, painted 
surfaces, and wood surfaces.

V-502-C Grease and Grime Remover for Concrete(*)
A perfect choice for when you need to penetrate and route out heavy grease, soil and grime on parking lots,
dumpster pads, drive thrus, and other high traffic concrete areas. 

“V-502 is a really great cleaner to have in your arsenal.  We have used it with pretty great success on oil stains and tire marks 
and have found it to not only clean, but also brighten significantly!”
                                                                          Curt Kempton - 5StarWindowCare.com

(*) Denotes $27.00 shipping surcharge by UPS. 

New

The Soft Wash in a Box is built in a heavy duty locking aluminum box for protection against the weather 
and theft.  The unit uses a powerful 12 volt Flojet Pentaflex pump that will pump up to 7 GPM at 80 PSI,  
a heavy duty corrosion resistant on/off switch, and a breaker to protect electrical components.  A chemical 
resistant three way polypropylene flow valve is used to control flow through your system. The system can 
be ordered with one or two tanks. 

A single tank system allows the user to pump concentrated cleaning agents from their original containers 
directly to the systems blending tank, and redirect flow from the hose reel back to the blending tank to 
agitate the mix. 

A double tank system allows the user to pump concentrated cleaning agents from the original container 
directly to one of the two tanks. Then redirect the flow from the tank containing the concentrate to the 
mixing tank. This eliminates the need to make multiple trips back to the shop to get a blend for each job. 
It also reduces the amount of liquid on the truck, so that blends can be made at the job site by just adding 
water. 

Soft Wash in a Box™ Complete System

Colt

FLOJET Accumulator Tank

• 12 volt, 7 GPM, 80 PSI, Flojet 
diaphragm pump with a maxi-
mum temperature of 160º F. 

• Water tight battery box
• 10”x16” aircraft grade aluminum frame 
• ½” x 24” PVC Wand
• VJ-0080B Brass Nozzle
• ¾” x 225’ Rubber Hose
• Clear Vinyl Tubing with a mesh filter screen.

This valve is ideal for any application 
where it is necessary to control the level 
of fluid. 
• No exterior moving parts
• Resistant to freezing
• Installs in seconds
• No float ball
• High volume
• Rust-proof

• 12 volt, 100 PSI diaphragm pump 
with a max temp of 140°F.

• JA-8000 Soft Wash Gun
• 1/2’”x 24” PVC Wand
• 1/4” stainless steel quick coupler socket
• 4  1/4” stainless steel quick coupler plugs
• Four V-Jet Nozzles 0º, 15º, 25º, 40º
• 200’ of 5/8”  poly braid hose
• 50 mesh filter screen

The FLOJET Accumulator Tank gives you 
the best of both worlds! High flow when you 
need it and the ability to restrict the flow for 
sensitive situations.
When the pump starts, liquid enters the reservoir compressing 
the bladder until the maximum pressure for the pressure switch 
is reached then the pump shuts off. Pump stays off until the mini-
mum pressure is reached. Then pump turns on, reducing cycling 
leading to longer switch and pump life.

Mustang

Hudson Float Valve

New Products at PowerWash.com

Our Soft Wash Machines are Contractor TESTED & Contractor APPROVED!™ 

http://www.powerwash.com/
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http://www.powerwash.com/cleaning-accessories-and-accessories.html
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http://www.powerwash.com/pumps-and-repair-kits.html
http://www.powerwash.com/pressure-washing-training-dvds-videos-and-manuals.html
https://www.facebook.com/Powerwashcom
http://www.powerwash.com/articles
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https://www.youtube.com/user/POWERWASHoCOM
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http://visitor.r20.constantcontact.com/manage/optin/ea%3Fv%3D0012GDvJ6YFjZvPif0aN8Hh_Ev4dalTzyD_G5u5W5jDCMjuBg9moCPuIVlj7X2lWVC0NRyYUxCRWcg%253D
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http://www.powerwash.com/cleaning-chemicals-and-detergents/concrete-and-masonry/v-502-c-heavy-duty-grease-remover-for-concrete.html
http://www.powerwash.com/soft-wash/systems.html
http://www.powerwash.com/commerical-and-residential-power-washers-and-pressure-washers/soft-wash-low-pressure-chemical-and-bleach-applicators/colt-soft-wash-machine.html
http://www.powerwash.com/flojet-accumulator.html
http://www.powerwash.com/commerical-and-residential-power-washers-and-pressure-washers/soft-wash-low-pressure-chemical-and-bleach-applicators/mustang-soft-wash-machine.html
http://www.powerwash.com/hudson-float-valve.html
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If you clean a house that was built prior to 
1978, there’s a possibility you may be dealing 
with lead-based paint, which is subject to a 
host of EPA regulations.

The EPA’s Lead Renovation, Repair and 
Painting Rule (RRP Rule), which went into 
effect in January 2011, was created to help 
protect children from lead poisoning. The rule 
requires that residential renovations, repairs 
and painting projects where lead paint is found 
must have a  “certified renovator” assigned to 
each job. Additionally, all individuals on the job 
must be trained in the use of lead-safe work 
practices. But what exactly is a “renovation” 
contractor and do pressure washing 
contractors fall under this category? 

A Little Background
In 1977, the U.S. Consumer Product Safety 

Commission banned lead in paint “to reduce 
the risk of lead poisoning in children who may 
ingest paint chips or peelings.” Lead paint 
tastes sweet, so children who find the paint 
chips often like to ingest them. Lead can cause 
nervous system damage, stunted growth, 
kidney damage and delayed development. 

The RRP Rule was created to keep children 
safe, and therefore the law only applies to 
residences and “child occupied dwellings” 

such as schools, day cares, or churches where 
children could potentially get their little hands 
on lead paint chips. The law also only applies 
if lead paint is found in more than a six-by-six 
area of the residence or building.

The federal law also does not  apply to 
several states – Alabama, Georgia, Iowa, 
Kansas, Massachusetts, Mississippi, North 
Carolina, Oklahoma, Oregon, Rhode Island, 
Utah, Washington, and Wisconsin – which have 
enforced their own training and certification 
requirements.  So if you are located in one of 
these states, you’ll need to check with your 
area’s regulations. The information in this 
article may not pertain to you. 

But how does this apply to the pressure 
washing industry?

That’s the question, and it’s kind of a 
confusing one. To help me figure this out, I 
contacted Randy Fornoff of MTS Painting in 
Phoenix, Arizona. MTS is not only an EPA 
certified lead safe firm, Fornoff is also an 
approved instructor for RRP training.

Before looking deeper into the pressure 
washing issue, it’s important to say that your 
safest, smartest route is to go through the EPA 

Lead Paint 
and Pressure 

Washing
by Allison Hester
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certification training, especially if you’re going 
to be cleaning a number of pre-1978 homes. 
This is an eight-hour course that runs around 
$200. Upon completion, you can become 
an EPA lead-safe certified contractor, which 
will lessen your liability as well as give you 
a marketing edge. But is certification really 
necessary? It depends.

When bidding a house wash in a 
neighborhood built around or before 1978, one 
of the first things you want to ask is when the 
house was built. If the homeowner isn’t sure, 
you can look it up on the house’s deed, which 
is public information. The older the house, the 
more likely lead paint was originally used.

Start by inspecting the house like a painter 
would do. Watch for chipping or peeling paint. 
If there is none, chances are you’re safe. More 
than likely, any home built prior to 1978 has 
been repainted since 1978, so if there is still 
lead-based paint on the structure, it has been 
covered up by EPA-approved latex paint. As a 
pressure washing contractor, you are simply 
washing the grime off the latex paint layer, and 
as long as you don’t REMOVE paint, you’re 
technically ok. “Keep in mind, however, that 
every job has a risk,” Fornoff warns.

If the house was built prior to 1978 and 
there is peeling paint, the smart bet is to 
test for lead. While this is something any 
contractor can do, if you are not an RRP 
certified contractor, your test results will not 
be accepted by the EPA if a problem arises. 
“If you follow the EPA rules and go through 
the training and certification process, you are 
lessening your liability in the eyes of the law,” 
Fornoff explained. 

If, however, the lead paint test comes up 
positive, the price and the liability of the project 
just went up. DO NOT continue unless you 
are certified. This type of project will require 
following the RRP guidelines, which requires 
certification, extensive tarping, proper personal 
protective equipment (PPE), wastewater 
recovery, and so on. 

Finally, if you are being brought in as a 
subcontractor on a paint prep job, the liability 
for the project should fall on the painting 
contractor, not you. However, an EPA certified 
painting contractor will likely prefer to work 

with an EPA certified 
power washing 
contractor, which 
again leads to the 
benefits of becoming 
certified.

“If in doubt, the best 
option is just to treat it like it has lead-based 
paint. Otherwise you’re opening yourself up to 
all kinds of liability,” Fornoff added.

Future Legislation
While the RRP rule currently only applies 

to residential and “child occupied dwellings,”  
potential changes may be on the not-too-
distant horizon. The EPA is looking to expand 
the rule to cover pre-1978 commercial 
properties as well, an issue that does not make 
a lot of sense to some members of the painting 
industry.

Fornoff is a member of the Painting and 
Decorating Contractors of America (PDCA), a 
group that is fighting against this change. The 
PDCA is asking the EPA to stop the expansion 
of the RRP Rule until “current, accurate 
studies are performed to assess need for public 
and commercial regulations.”“The rule was 
created to protect children, who aren’t going 
to be exposed to lead paint chips on an office 
building,” Fornoff added.

In the meantime, the PDCA is asking 
industry members to share this web page with 
other industry members who may be impacted: 
www.pdcarrp.org/. There is also a letter that 
can be downloaded and sent to your local 
legislators about this issue.

To learn more about the RRP Rule and how 
to become certified, visit www2.epa.gov/lead/
renovation-repair-and-painting-program-
contractors. 

Visit www.RoofSnot.com for more information. 
Available exclusively through Southside 

Equipment, Inc., www.PressureWasherKY.us

THE choice of professional roof 
cleaning contractors for controlling 
runoff & maximizing dwell time on 

ugly black roof stains.




